Application of DCS-9700Series

Save Wave data to File By RS-232C/USB

 By TEXIO TECHNOLOGY

1.Environment

DCS-9700S Series

Windows PC (With USB or RS-232C Port)

Microsoft Visual Studio 2010 SP1 or higher.

2.Summary

This application is a sample for transfer to PC waveform data of the DCS-9700 Series.
It is an example of how to convert to a numeric array from binary data.

3.Setting

Change to 115200bps the baud rate setting of the DCS-9700.

Connect to PC. 

Please install the device driver, if you connect via USB.

4.Program
OPEN DCS-9700_Wave.sln by VS2010 , and Select COM PORT by DropdownList.

Please check "Use USBCDC Class", if you connect via USB.

	Button
	Action

	Open port
	:ComPort Select and check.

	Close port
	:ComPort Close.

	Read wave
	:Request the Wave data.

	Save
	:Save Wave data to File(txt).
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DCS-9700シリース用　サンプルアプリケーション

テクシオ・テクノロジー

1． 使用環境

・DCS-9700シリーズ

・WindowsPC（USBまたはRS-232Cポート付）

・Microsoft Visual studio 2010以上

2． 概要

このアプリケーションはDCS-9700シリーズの波形データをPCに取り込みます。
バイナリーデータの変換例も搭載していますので参考にしてください。

3． 設定

DCS-9700のRS-232Cのポートは115200bpsにしてください。PCに接続して下さい。
USBで接続する場合はデバイスドライバを入れてください。

4． プログラムについて

VisualStudiod2010でDCS-9700_Wave.slnのファイルを開き、ドロップダウンリストから使用
するポートを選択します。USBで接続した場合は"Use USBCDC Class"にチェックを入れます。

	ボタン
	処理

	Open port
	:ComPortを開きます

	Close port
	:ComPort をクローズします

	Read wave
	:波形データを要求します

	Save
	:Save Wave data to File(txt).
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